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PRODUCT BY RANGE

Epoxy coated
steel barrel

FEATURES BENEFITS APPLICATIONS

• Epoxy coated cast aluminum handle

• Quick release aluminum end caps

• Switchable Pressure Relief Device (PRD)

• For fast, effi  cient dispensing

• No-loss trigger action for fast, 

effi  cient dispensing

• Prevents material run-on

Bonding

Sealing

 POWERFLOW™ BULK
/ /  ML DISPENSER

Model shown: PowerFlow Bulk ͺͶͶͶ mL

Switchable Pressure Relief Device (PRD)
prevents material run-on

Quick release
aluminum end caps

High quality epoxy coated
cast aluminum handle
day-long comfortable use



CONVERSION KITS
–

MATCHING ACCESSORIES
Carrying handle / Threaded nozzles on pages Ϳ; – ͷͶ.

Product Article number Packaging

DMͷC ͶͶͶ-bu-rͷ-ͶͶͷ ͷͽ;Ͷͷ; ͷ per Box

DMͷC ͶͶͶ-bu-rͷ-ͶͶͷ ͷͽ;ͶͷͿ ͷ per Box

DMͷC ͺͶͶͶ-bu-rͷ-ͶͶͷ ͷͽ;ͶͶ ͷ per Box

 THE POWERFLOW BULK COMPONENT MANUAL DISPENSER IS 
A HIGHLY DURABLE DISPENSER WITH EPOXY COATED STEEL 
 BARREL FOR FAST, EFFICIENT DISPENSING.

SPECIFICATIONS

• Weight: .ͷ – ͅ .ͻ kg / ͼ.Ϳ – Ϳ.Ϳ lbs

• Barrel Length: ͻͿ – Ϳͻ mm / Ͷ.; – ͼ.; in

• Maximum Thrust: .ͻ kN

• Pressure Relief Device (PRD)

• Handle Material: Epoxy Coated Cast Aluminum

• Barrel Material: Epoxy Coated Steel

• Mechanical Advantage Ratio: (ͷ:ͷ)

• Bulk Material Capacity: ͶͶͶ mL, ͺͶͶͶ mL

• Special Barrel Length: available upon request

• Standard Color: Black

• Customized versions on demand
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MATCHING MIXPAC™ CARTRIDGES
–

COMPATIBLE CARTRIDGES

Bulk
ͺͶͶ – ͅ ͶͶͶ mL

product height (h) length (l) depth (d) barrel (b)

Bulk L  / ;.ͽ ͼ;ͻ / ͽ.Ͷ ͿͿ / .Ϳ ͻͿ / Ͷ.;

Bulk L  / ;.ͽ ͿͿ / ͽ.Ͷ ͿͿ / .Ϳ ͽ; / Ͷ.;

Bulk ͺL  / ;.ͽ ͷͶ;ͽ / ͺ.; ͿͿ / .Ϳ Ϳͻ / ͼ.;

 


